
20' FT. PRESSURE TREATED OR EQUIV.
6" ROUND OR 6"X6" TIMBER. 
(SMALLER SIZE TIMBER WILL NOT BE ACCEPTED)

SCH. 80 PVC. CONDUIT OR RIGID
METAL CONDUIT REQUIRED WITH
A MINIMUM OF 2 CONDUIT STRAPS

MIN. 60 AMP METERBASE
MOUNTED 66"-72" ABOVE GRADE

WEATHER PROOF SERVICE PANEL
ALL 120 VOLT AND 15 AND 20 AMP RECEPTACLES
SHALL HAVE GROUND-FAULT CIRCUIT
INTERUPTER PROTECTION WITH WEATHER
PROOF IN-USE COVERS.

1/2" OR 5/8" EYEBOLT
INSTALLED 6 INCHES 
FROM THE TOP OF THE
POLE WITH 2 WASHER & I-NUT
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UNION CITY ENERGY AUTHORITY

NOTES: 

1. TEMPORARY SERVICE POLE LOCATION MUST BE APPROVED BY AN EMPLOYEE OF UCEA

2. SPECIAL CONDITIONS MAY REQUIRE ADDITIONAL SERVICE WIRE CLEARANCES. EXAMPLE: PARKING LOTS ETC.

DATE: REVISED 08/09/19

TYPICAL TEMPORARY SERVICE SPECIFICATIONS

RECEPTACLES SHALL BE SECURED TO POLE.

ONLY COPPER CONDUCTOR IS 
ALLOWED IN WEATHERHEAD

APPROVED GROUNDING
CONDUCTOR PER NEC.


