
CONDUIT MUST BE PLUMB
WITH HOUSE/WALL

HOUSE FOOTER MUST BE REMOVED AROUND
CONDUIT BEFORE UCEA WILL INSTALL 
ELECTRICAL SERVICE

2.5" SCH.80
PVC. CONDUIT

UNION CITY ENERGY AUTHORITY 
UNDERGROUND METERBASE SPECIFICATIONS

1' BELOW GRADE LEVEL
CONDUIT MUST EXTEND

CONDUIT, MALE ADAPTER 
LOCKNUT & BUSHING INSTALLED

UCEA UNDERGROUND METERBASE REQUIRED

APPROVED GROUNDING
CONDUCTOR PER NEC.

NOTE: ALL WIRING MUST COMPLY WITH ALL LOCAL, STATE, AND NATIONAL ELECTRICAL CODES

5.5' - 6'

1'

INSTALLED BY CUSTOMER OR CONTRACTOR

8' GROUND ROD

(CENTER OF METER)

IN LEFT BOTTOM KNOCK-OUT

TYPICAL 200 AMP

-PANEL INSIDE HOUSE SHALL BE WITHIN 2 FT OF BACK OF METERBASE
-METER LOCATION MUST BE APPROVED BY A EMPLOYEE OF UCEA

**DO NOT INSTALL ELBOWS** **BELLED IN DOWN**

CONDUIT 
STRAP


